ABOVE-GROUND
ASSEMBLY GUIDE

Congratulations on your new Mr Trampoline above-ground trampoline!
Here's a step-by-step guide to assembling your free-standing frame with standard legs, hanging the bed and
fitting the padding, so you and your loved ones can get bouncing.

Assembly is a two-person job — you will need a second pair of hands to hold the frame while the legs go
in. Work to your own capabilities and if you are ever stuck don't hesitate to call us for clarification:
1300 631 130

Please note: this guide covers the standard-leg frame. If your trampoline has extended (long) legs, we have a separate guide — call us and
we will send it. Frame sizes and spring counts for each model are on page 2.

inffo@mrtrampoline.com.au
www.mrtrampoline.com.au

MR TRAMPOLINE PTY LTD 4+ MR TRAMPOLINE

966-968 Dandenong Road, Carnegie VIC 3163
1300 631 130

Premium Bounce. Ultimate Flight.



STEP BY STEP — THE PROCESS + MR TRAMPOLINE

PREMIUM BOUNCE. ULTIMATE FLIGHT.

STEP ONE:

Lay out and identify the parts

Choose a flat, level spot where the trampoline will live and lay the four frame sections out on the
ground. The frame is assembled at ground level, then lifted onto its legs.

Place the legs around the frame and the braces at the 4 corner locations. Each corner has 1 long and
1 short brace. Check everything is there before you start.

=72

1. The four frame sections laid out and joined at ground level. 2. Legs and braces placed at the four corners, ready to fit — one long and
one short brace per corner.

Note: the trampoline must be set up on level ground. If the ground is uneven, you can dig the legs in so the
frame sits on a level plane.

Note: the wiggle bar — the raised bar along each frame section — must face inwards on all four sides. Check
this before you bolt anything together.

KNOW YOUR MODEL

MODEL MAT FRAME EXTERNAL SPRINGS (SIDE x END)
Family 3660 x 1830 4625 x 2820 32 x 17 (98 total)
Olympic 4270 x 1830 5250 x 2820 38 x 17 (110 total)
Family Elite 3660 x 2130 4625 x 3070 32 x 19 (106 total)
Olympic Elite 4270 x 2130 5250 x 3070 38 x 19 (114 total)

All dimensions in millimetres. Count your springs against the table before you begin hanging the bed.
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PREMIUM BOUNCE. ULTIMATE FLIGHT.

STEP TWO:

Bolt the frame together

° Stand the two long sides on bricks or blocks so they cannot fall over, then guide each shorter end
section onto the locating bolt protruding from the end of the long side. The end section slides into
the "shoe" on the long side.

° Make sure the bolt passes right through the end section and is visible at the rear of the frame.

o Loosely fit the M12 Nylock nuts — hand tight only. Tighten just enough to pull the end section
snugly into the shoe. Do not tighten the bolts fully at this stage: the nuts are done up properly at Step
four, once the frame is square.

3. The end section lined up with the locating 4. Pushed home: the bolt shows through at the 5. M12 Nylock nut fitted hand tight.
bolt on the long side. rear of the frame.

Tip: the bricks or blocks do two jobs — they stop a long side toppling while you work, and they lift the shoe to a
comfortable height for guiding the end section on.
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PREMIUM BOUNCE. ULTIMATE FLIGHT.

STEP THREE:

Fit the legs and braces

° Fit the legs at one end only. This is a minimum 2-person job: one person lifts and holds the frame
while the other fits the legs into the frame sockets. Tighten the socket screws with a spanner or shifter
so the legs stay in their sockets while they support the frame.

a Repeat at the opposite end of the frame. The 4 corner legs go in first. Twist each leg so the lug at its
foot points towards the lugs on the ends and sides of the frame.

e Fit the braces using the nuts and bolts supplied. Each brace runs from the lug at the bottom of the leg
to the lug on the underside of the frame. Hand tight only at this stage.

o Each finished corner looks like the photo below — one long and one short brace meeting at the foot
of the corner leg.

6. Legs fitted at one end while the frame is held up; the other end still 7. Legs in at both ends — the four corner legs first. Braces still on the
rests on the ground. ground.

8. Two braces bolted to the lug at the foot of a leg — the other end of 9. A completed corner: leg, long brace and short brace, viewed from
each goes to the frame. under the frame.

Safety tip: take care when inserting the legs into the sockets — don't pinch your fingers.
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PREMIUM BOUNCE. ULTIMATE FLIGHT.

STEP FOUR:

Square, level and tighten the frame

Measure corner to corner across the frame in one direction and note the figure.

Measure the opposite corners and compare with item 10. Adjust the frame by pushing and pulling,
then re-measure. Repeat items 10 and 11 until the two figures are within 10 mm of each other — the
frame is then square in both directions.

The above-ground free-standing frame is now fully assembled, with nothing yet fully tightened.
Tighten the nuts in each corner of the frame.

Tighten the nuts at all brace points, including the underside of the frame. Take care not to over-
tighten the bolts on the leg sockets. Confirm the frame is level and square, adjust as needed, and fix
appropriate anchors through the feet into the ground if required.

Frame assembly complete. Now for the springs and bed.

10. Tape run corner to corner in one direction. 11. The opposite diagonal — compare the two 12. Frame assembled and squared.
figures.

L

13. Tightening a corner nut — a shifter holds 14. Brace bolts tightened at the foot of every 15. Completed frame, ready for the bed.
the bolt head, a socket drives the nut. leg.
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PREMIUM BOUNCE. ULTIMATE FLIGHT.

STEP FIVE:

Position the bed and hook the first springs

Unwrap the bed and lay it towards one end of the frame. Leave the black plastic side covers in place.

Next, fit the 2 corner-clip springs at the opposite end of the frame.

Follow the line through the centre of the bed to find the middle spring position at each end. Fit the 2
middle springs.

Q Start hanging the bed by fitting the 2 springs at the bed's corner clips at one end of the frame first.

16. Bed unwrapped and placed towards one end, side covers still on. 17. The first two corner-clip springs hooked at one end.

N

18. Two corner-clip springs at the opposite end — the bed now hangs 19. The centre line locates the middle spring at each end.
from all four corner clips.
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PREMIUM BOUNCE. ULTIMATE FLIGHT.

STEP SIX:

Complete the ends and start the sides

Fit the springs either side of the middle spring at each end.

Keep adding springs outward from the middle, working on both ends at the same time. Avoid
finishing one end first — the bed stays centred and the tension even.

Complete the end springs on both ends.

Move to the sides. Follow the line across the middle of the bed to find the middle spring on each
side, and fit those first.

Add the springs either side of the middle, on both sides.

Springs either side of
middle come next

20. Springs either side of the middle at each 21. Working outward from the middle, both 22. End springs complete at both ends.
end. ends together.

Springs either side of

3 ™ Springs either side of
middle installed first

middle come next

23. Sides: the middle springs go in first, located by the line across the bed. 24. Springs either side of the middle on both sides.
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PREMIUM BOUNCE. ULTIMATE FLIGHT.

STEP SEVEN:

Finish the sides and corners

Add springs from the middle out towards the corners, working on both sides of the bed as you go.
Keep working towards the corners.
Complete all the side springs.

Add the 4 corner springs last. Each one runs frame to frame across the corner, hooked to the wiggle
bar beside the last spring on each rail — it does not hook to the bed.

The bed is fully sprung — trampoline assembly complete.

25. Side springs spreading out from the middle towards the corners. 26. Nearly there — only the corners left on each side.

S i,

27. All side springs on. 28. A corner spring hooked frame to frame 29. Fully sprung and ready for the padding.
across the corner — wiggle bar to wiggle bar,
beside the last spring on each rail.
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PREMIUM BOUNCE. ULTIMATE FLIGHT.

STEP EIGHT:

Fit the padding

Lay the padding sections in their correct positions around the frame, over the springs. The photo
below shows a join before the velcro is connected.

Press each velcro join together so the padding forms one continuous surround.

Connect all the straps as shown — each strap passes down beside the frame and back through its D-
ring.

From underneath, the strap wraps around the frame and returns through the D-ring. Pull each strap
snug so the padding cannot shift.

Your free-standing trampoline is complete.

30. Padding sections in position, velcro join still open.

T —

32. Strap through its D-ring at the frame edge. 33. Underside: the strap wrapped around the 34. The finished free-standing trampoline.
frame.

CONGRATULATIONS AND WELL DONE — YOU ARE DONE!

Jump safe, have fun, and enjoy the memories for years to come. For any questions along the way, call us

on
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